
UÏAH OIL AND GAS CONSERVATION COMMISSION

REMARKS. WELL LOG . ELECTRICLOGS FILE WATERSANDS LOCATION INSPECTED ()TT, T,SUB. REPORT/abd.

DATE FILED 4422-81
LAND FEE & PATENTED STATE LEASENO PUBLICLEASE NO. U-9803 INDlAN

DRILLINGAPPROVED:

SPUDDED IN:

COMPLETED: PUT TO PRODUCING

INITIALPRODUCTION:

GRAVITY A.P1.

GOR:

PRODUCINGZONES:

TOTAL DEPTH:

WELL ELEVATION:

DATEABANDONED:

F ELD:

COUNTY: Unt
WELLNO. . Federal #l-25A API NO. 43-047-30917
LOCATION FT. FROM (N)¾ NE 575 FT FROM (E) )LINE NE 1/4 - 1/4 SEc 25

TWP RGE. SEC. OPERATOR TWP RGE SEC OPERATOR

( 94 18E 25 FRÇO QDUCTQN



SUBMIT IN IJCATË* Ponn approved.Form 9--3310
Budget Bureau Ëo. 42-R1425(May 1965) (Other instructions on

UNITEDSTATES reverse side)

DEPARTMENTOF THE INTERIOR
. LEASÈ ESIGNATION AND ERDLL NO.

GEOLOGICAL. SUAVEY gg()3
FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK HONIMAN,.AK TTM(MLYBUIENAME

a. TTP OF WORK

DRILL DEEPERO PLUGBACK O 7. UNIT AGREEMENt NAMË

b. TYPE OF WELL
ELLL WAE

L OTHÉ
NNE UNLT LE 8. FARM OR I,EASE E

2. NAME OF OPERATOR

MAPCOProduction Co. LWER NO

3. ADDRËSS OF OPERA'IOR Fed 1-25A
1643 Lewis Ave., Suite 202 BiTlings, MT ÌÛ.JIELD AND POOI RE I.DCAT

4. LOCATÌON OF WELL (Re ort location clearl and in accordance with an State re utrements?)sesurrace 575' FL & 661' FL NE NE Sec. 2 , T. S. R. T8 E· 11-»
AÑD KÚËVEÏ AREA

Àt proposed prod. sone ..ame Set 25, T 9 5. R. 18 E.
14. DISTANCE IN MILES AND DIEECTION FRÓbt NEAREST TOWN OR PØST OFFICE* 12. COUNTÏ OR PAR I 13.

21 miles SE of Myton, Utah Uihtah UT
10. DISTANCE Fä0M PBÒFOSED 16. NO. OF ACRES ÌN LÉASË 1Î. NO. OF ACRES ASSIGRAD

LGCATION TO ËEAREST TO TËIS WELL.
PROPERTY OB LEASE LINE, FT 575 ' 640 80(Also to nearest drlg. unit line, if any f

18. DISTANCÈ FROM PEÓPOSED LOCATION* 1Û. PROPOSED DEPTH 2 BOTARÏ OR CABLE TOOLS
TO NÈAREST WELL, DRII.LING, COMPLETÉD,
OR APPLIÉD FOR, ON TÈIS LEASE, FT. 2500 ' $500 Rotary

21. ELEVATIoks (Show whether DF, RT, GR, etc.) 22. APPROK. DATE WO ILI. START*

4864' G.L. Summer 98
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OE' IIOLE SIZE ON' CASING WEIGEET PER FOOT S TTING DEPTA QUANTITY OF CEMÈNT

12-1/4" 8-5/8" 24# K-55 400 Cmt to surface-_U_"
__ _ _

5500 ' Cmt to surface

1. Drill a 12-1/4" hole with an air rig to 400'. Run 8-5/8" K 55 casing an
cement to surface.

2. NU and pressure test BOPstack prior to drilling out below surface ipe.
3. Test pipe rams daily and blind rams as possible.
4. DrilT a 7-7/8" hole to 5500' with a fresh water mud system. Nó cores ar

planned. DST's will be run as needed to evaluate unexpected shows.
5. Run logs. Set 5-1/2" 15.5# K-55 casing. Casing program ma be modified to

provide added burst strength if needed for frac program.
6. Primary zone of interest is the Green River section.
7. All zones indicating potential for economically recoverable reseries mil be

tested in a normal , prudent manner.

SEE BACKFORLOGTOPS

IN ABOVE SPACE DESCRIBÉ PÉOPOSED PROGRÁ¾: If proposal is to deepen or plug back, give ata on present productive zone and proposed neW productive
zone. If proposai .is to drill or deepen directionallÿ, give pertinent data on subsurface locations and measured and true vertical depths. Give bloWout
preventer program, if any.
24.

c Engineering Tech. 1 81
(This space for Ëederal or State of e use)

PËRMIT N(1 Appyny4y, µ4yg

APPAOVÈD BÝ TITLÉ ÚATË

APPR
F OIL,GAS,ANDMINNG

*See instructions On Reverse



Instructions
General: This form is designed for submitting proposals to perform certain well operations, as indicated, on all types of lands and leases for appropriate action by either

a Federal or a State agency, or both, pursuant to applicable Federal and/or State laws and regulations. Any necessary special instructions concerning the use of this form
and the number of copies to be submitted, particularly with regard to local, area, or regional procedures and practices, either are shown below or will be issued by, or may
be obtained from, the local Federal and/or State office.

Item 1: If the proposal is to redrill to the same reservoir at a different subsurface location or to a new reservoir, use this form with appropriate notations. Consult
applicable State or Federal regulations concerning subsequent work proposals or reports on the well.

Item 4: If there are no applicable State requirements, locations on Federal or Indian land should be described in accordance with Federal requirements. Consult local
State or Federal office for specifle instructions.

Item 14: Needed only when location of well cannot readily be found by road from the land or lease description. A plat, or plats, separate or on this reverse side, show-
ing the roads to, and the surveyed location of, the well, and any other required information, should be furnished when required by Federal or State agency offices.

Items 15 and 18: If well is to be, or has been directionally drilled, give distances for subsurface location of hole in any present or objective production zone.
Item 22: Consult applicable Federal or State regulations, or appropriate ofilcials, concerning approval of the proposal before operations are started.

LOGTOPS:

Uintah Surface
Green River 1753'
Wasatch 5401'

AU.S GovERNMENT PalNTINGoFFicE: 1972182222/208 REGIONNo 8



Locate 'n the NE¾ of NE# of

Section . , 'l9S, RlBE S .L.B.akWELL. LOC 7/0/V PLAT
FEDERAL /-25A

3 89°56'/3"E 264/.20 N B9° 59'29"Ë 2640 63'

FED.

NO tTH

25

SCALE: 1"=10003

N B9°55'/J" W 2642.90' N B9° 53'45"W 2642.3†'

LEGEND & NOTES SURVEYOR'S CERTIFICATE
Pound original pection monuments

used for this survey .
I hereby certify that this plat was prepared
from field notes of an actual,survey
performed by me, during which the shown

, The eneral Land Office Pla t was monuments were found or established.

used for reference and calculations.

erry D Allred, Registered Land
C/ Surveybr, Cert. NO. 38171Utaht

JERRY D. ALLRED & ASSOC1ATES
Surveying & Engineering Consultants

121 North Center Street
P.O. Drawer C

DUCHESNE, UTAH 84021
(801) 738-5352

20 AU ÈO



TEM-P0tNT COMPLIANCEPROGRAMOF NTI-6
APPROVAL OF OPËRATIONS

Attached to Form 9-331C
Company: MAPCOPRODUCTION COMPANY
Well: Fed 1-25A
Well Location: 575' FEL and 661 ' FNL
Section 25, T. 9 S., R. 18 E.
County: Uintah State: Ut

1. Geologic Surface Formation

UINTAH

2. stimated Important Geologic Markèrs

Formation ' Depth
Uintah Surface
Green River 1753'
Wasatch 5401 '

3. Estimated Depths of Anticipated Water Oil, Gas or Minerals

Formation Depth Remarks

Green River X Marker 2443 Oil zone
Green River G zone 3856 Oil zone
Green River I zone 4139 Oil zone
Green River K zone 4401 Oil zone

The Proposed Casing Program

S1ŽE OF CASiNG EIGHT & GRADE SETTENG DEPTH QUARTITY OF CEMENT

8-5/8" 24# K-55 400' Cmt to Surface
5-1/2" 15.5# K-55 5500' Cmt to



TEN-POINT COMPLIANCEPROGRAM OF NÏL-6
WeTT: Fed T-25A
Page 2

5. The Operatoris Minimum Specifications for Pressure Control

See Figure #1, attached.
BOP stack has a 3000 psi working pressure. 80P's will be pressure tested
before drilling casing cement plugs.
Pipe rams will be operated daily and blind rams as possible.

6. The Type and Characteristics of the Proposed Circulating Muds

Fresh water gel system. Use LCM as required to control loss circulation.Mud system to have proper rheological properties to maintain sufficient
viscosity to clean hole, run logs and to land and cement casing.

7. The Auxiliary Equipment to be 'Used

1) Kelly cock.
2) Full opening valve on floor with DP connection forusewhen Kelly isnot in string. '
3) Pit volume totalizer equipment will be used.

8. The Testing, Logging, and Coring Programs to be Followed

A two (2) man mud logging unit will be in operation from surface to T.D.The following open hole logs si11 be run:
1) SP-Dual Induction, SFL
2) FDC-CNL-GR,

Exact logging detail and procedures will be prepared prior to reachinglogging depth.

9. Any Anticipated Abnormal Pressures or Temperatures Expected

No abnormal pressures are anticipated nor is the area known for abnormaltemperatures. The formations to be penetrated do not contain H2S gas.

10. The Antîcipated Starting Date and Duration of the Operations

starting Date Summer, T981

Duration: 15-20
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MULT1-POINTREQUIREMENTSTO ACCOMPANYAPD

Attached to Form 9-331C
COMPANY: MAPC0PRODUCTION COMPANY

ELL: Fed 1-25A
ELL LOCAT10N: 575' FEL and 661' FNLNE NE

section 25, T. 9 S., R. 18 E.
County: Uintah state: UT

1. Existing Roads

A. The proposed well site and elevation plat is shown as Exhibit A.

B. Location is
as shown in Exhibit B.

C. An access road of about 900' will be needed to reach
the location from the existing road as shown in Exhibit B.

D. All existing roads are shown on Exhibits BS D.

E. There is no anticipated construction on any exîsting roads.

2. Planned Actess Roads

1. Width: Maximum of 30 right-of-way with road bed being approximately
16'-18', and remainder of right-of-way to be used for borrow
ditches.

2. Maximum grade: 8%

3. Turnouts: None

4. Drainage design: Drain ditches along either side of the road, where
necessary for drainage with material from borrow
ditch used to build crown of road. As per meeting
with BLM, BIA & USGS on May 3, 1979. No speed curves
on hills.

$. Culverts: None

6x Surface materials Native dirt.

7. Gates, cattleguards, fence cuts:



Page 2
MULTI-PO LNT PsEQUI REMENTSTO ACCOMPANYAPD
Weil: Fed 1-25A

3. Location of Existing Wells

All existing wells known in the area are shown directly on Exhîbit B
within the one-mile radius.

1. Water wells: None

2. Abandoned wells: None

3. Temporarily abandoned wells: None

. Disposal wells: None

5. Drilling wells: None

6. Producing wells: One Fed 7-25A

T. Shut-in wells: None

8. Injection wells: None

9. Monitoring or observation wells: None

4. Location of Existing and/or Proposed Facilities

A. The location of existing and/or proposed facilities, if any,
owned or controlled by lessee/operator within the 1-mile radius
wi ll be shown on Exh i b it B.

1. Tank batteries: One at Fed 7-25A

2. Production facilities: Fed 7-25A

3. Oil gathering lines: None

4. Gas gathering lines: None

5. Injectîon Lines: None

6. Disposal Lines: None

B. It is contemplated that, in the event of production, all new facilities
will be easily accommodated on the drill pad on the solid base of cut
and not placed on the fill areas.

1. No flagging then will be



Page 3
MULTI-POINT REQUIREMENTSTO ACCOMPANYAPD
Well: Fed 1-25A

2. The dimensions of the production facilities and the location
of facilities is drafted on Exhibit C. If production if obtained,
then the unused areas will be restored as later described.

3. Concrete as needed and any gravels needed will be purchased
from private sources.

4. All pits will be fenced to minimize any hazard to sheep,
cattle, antelope and other animals that graze the area.
Flagging material will be used as needed, if water or other fluid
is produced.

C. Rehabilitaion, whether the well is productive or dry, will be
accomplished as soon as possible in those areas already described,
and in accordance with Item 10 following.

5. Water Supply

water source is shown on Exhibit b.

A. Water will be hauled from Pariette Draw, located in Sec. 35, T.95., R.18E.
Permit No. 54802 (49-368) or from the other locations under this permit.

B. No pipelines are anticipated. Hauling will be on the road(s)
shown in Exhibit D.

C. No water well is anticipated to be drilled at this time.

6. Source of Construction Materials

A. No construction material, insofar as drilling, will be needed.

B. No construction materials will be obtained from Federal or
indian land.

C. The native materials that will be used in the construction of this
location site and access road will consist of sandy-clay soils and
sandstone and shale materials gathered in actual construction of the
road and location.

D. Access roads crossing federal lands are shown under ftems 1 & 2.

T. Handling Vaste Disposals

1. Drill cuttings will be buried in the reserve pit when covered.

2. Drilling fluids will be handled in the reserve pit.

3. Any produced fluids during drilling tests or while making production
tests will be collected in reserve



Page 4
MULTI-POENT REQUIRËMENTSTO ACCOMPANYAPD
Well: Fed T-25A

4. Any sewage will be covered or removed and chemical toilets will
be provided.

5. Garbage and other waste material will be enclosed in a wire mesh
container, and then disposed of in an approved waste disposal facility.

6. After the rig moves out, all materials will be cleaned up and no
adverse materials will be left on location. Any dangerous open pit
will be fenced or covered.

8. Ancillary Facilities

No proposed airstrip, camp, or other facility will be constructed during
the drilling or completion of this well.

9. Well Site Layout -

1. Exhibit E is the drill pad layout on a scale of 1" = 40'.

2. & 3. Exhibit E is a layout of the drilling rig, pits, and burn pits.
Parking and trailers will be along the South side of the area
as shown. The access road will be from the South . Soil
stockpiles are also shown on Exhibit E.

4. The reserve pit will not be lined. Steel mud pits may be used,
at least in part, during drilling operations.

10. Plans for Restoration

1. Backfilling, leveling and gentle sloping is planned and will be
accomplished as soon as possible after plugging or setting of
production casing. Waste disposal and spoils materials will be
burried or hauled away immediately after operations cease from
driTling and/or completion.

2. The soil banked materials will be spread over the area and gentle
sloping or contouring to meet the existing terrain. Revegetation
will be by planting of native vegetation to the area or some other
combination as recommended by The Bureau of Land Management .

The access road to the drill pad will be revegetated, if needed.
Any damage to present existing roads will be repaired as needed.

3. Prior to rig release, the pits will be fenced on the fourth side
and so maintained until cleanup is accomplished. The reserve pit
will have fencing on three sides during
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MULTI-POINT REQUTREMENTSTO ACCOMPANYAPD
Well: Fed 1-25A

4. If any oil is on the pits, and is not immediately removed after
operations cease, then the pit will be flagged overhead to keep
birds and fowl out.

5. The commencement of rehabilitation operations will begin as soon
as possible after drilling ceases. Planting will be planned
as suggested by BLM.

11. Other Information

1. Topography: The location is situated on a predominately flat area
with low ridges to the north.

Soil Characteristics and Geologic features: The soils of thissemi-arid area are of the Uinta and Duchesne River formation (The
Fluvial Sandstone a Mudstone) from the Eocene Epoch and Quaternary
Epoch (gravel surfaces) and the visible geologic structures consists
of light brownish-gray clays (OL} to sandy soils (SM-ML) with poorly
graded gravels and shales with out crops of rock (sandstone, mudstone,
conglomerates and shales).

Flora: Areas of sagebrush, rabb¡tbrush, some grasses and cacti,
and large areas of bare soils devoid of any growth.

Fauna: Is sparte but consists predominantly of the mule deer,
coyotes, pronghorn antelope, rabbits, and varieties of small ground
squirrels and other types of rodents, and various reptiles common to
the area. Birds of the area are raptors, finches, ground sparrows,
mag pies, crows and jays.

2. Type of surface use activity: Primary purpose is grazing domestic
livestock.

Surface ownership of all involved lands: BLM

3. Proximity of usable water (Shown on Exhibit D):

Occupied dwellings (if any, shown on Exhibit B) None

Archaeological or historical sites (if any, shown on Exhibit B):

None. Archeological Environmental Research Corp. Project
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MULTI-POINTREQUIREMENTSTO ACCOMPANYAPD
Well: Fed 1-25A

12. Lessee's or Operator's Representative

James D. Hollîman or Darwin Kulland
Manager of Operations District Superintendent
MAPCOProduction Company MAPCOProduction Company
Alpine Executive Center P.O. Box 1360
1643 Lewis Ave., Suite 202 Roosevelt, Utah 84066
Billings, Montana 59102

Phone : (801) 722-4521
Phone: (406) 248-7406

or
(406) 656-8435

13. Certification

I hereby certify that I, or persons under my direct supervision, have
inspected the proposed drillsite and access route; that I am familiar
with the condition which presently exists; that the statements made in
this plan are, to the best of my knowledge true and correct; and, that
the work associated with theoperations proposed herein will be performed
by MAPCOPRODUCTIONCOMPANŸ and its contractors and sub-contractors in
conformity with this plan and the terms and conditions under which it is
approved.

March 17, 1981
DATE NAME

Manager of Operations
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PUMPING UNIT

2-3/8", 4.7#, J-55 Tbg-4
Flowline buried frorti wellhead to treater.

160'

Completely housed birett Fired treater.
Gas meter is a 2" Daniels Meter Run with
Model 2020A Barton Meter having a two
(2) pen recorder and 100"-100# spring.
Production meter will be calibrated in
place prior to any del iveries.n2 d i

5 S a s Tbg.

ATER --

2-3/8", 4.7#/ft, J-55, .2-300 BBL Tanks
50

TREATEP CONDENSATE Seamless Tbg

Blowdown line
100'2-3/8", 4.7#, J-55

60'
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** FILE NOTATIONS**

DA :

OPERATOR

WELLNO:

Location: Sec. T. R. County:

Caxd Indexe Compet¿on Sheet

APTNumbe

CHECKEDBY:

Petroleum Engineer:

Director:

Administrative Aide:

APPROVALLETTER:

BondRequired Sukvey Plat Requ ed

OAde Wo. 0.K. Rule C-3

Rule C-3(c) Topogxaph¿e Excepti.on - company owns o contAofa cAea.ge
w¿thin « 660' kadies og pxoposed site

Lease Designat¿oa Plotted on Map

Approvat Lettex úlA¿Lten

Bot L¿ne



April 28,1981

Mapco Production Company
1643 Lewis Ave., Suite 202
Billings Nontana 59102

Re Well No. Federal 1-25A
Soc. 25 T. j99S, R. 18E, NE NE
Uintah County, Utah

Insofar asahis office is concerned, approval to drill the above
referred to oil well is hereby granted in accórdanàe with Rule C 3, General
Rules and Regulations and Rules o£ Practice and Procedure.

Should you determine that it will be necessaky to plug and abandon
this well you are hereby requested to Ammediately notify the following:

MICHAELT. MINDER Petroleum Engineer
Office: 53315771
Home 876-3001

Enclosed please find Form OGC-8-Xy which is to be completed whether
or not water sands (acquifera) are encountered during drilling. Your
cooperation in completing this form will be appreciated.

Further, it is requested that this Division be notified within 24 hours
after drilling operations comence, and that the drilling contractor and rig
number be identifiad.

The API number assigned to this well is 43-047-JO917.

Sincerely,

DIVISION OF OIL, GAS, ANDMINING

Michael T. Minder
Petroleum Engineer

MTM/ko
cc:
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May 28, 1981

As reported by Mapco Production Company, on the above date, the
following locations will not be drilled.

1) Well No. Federal 1-25A
Sec. 25, T. 9S, R. 18E,
Uintah County, Utah

2) Well No. Federal 3-25A
Sec. 25, T. 9S, R. 18E
Uintah County, Utah

3) Well No. Federal 9-25A
Sec. 25, T. 9S, R. 18E
Uintah County, Utah

4) Well No. Federal 11-25A
Sec. 25, T. 9S, R. 18E
Uintah County, Utah

5) Well No..Federal 13-25A
Sec. 25, T. 9S, R. 18E
Uintah County, Utah

6) Well No. Federal 15-25A
Sec. 25, T. 95, R. 18E,
Uintah County, Utah

7) Well No. Federal 11-24A
Sec. 24, T. 9S, R. 18E,
Uintah County, Utah

8) Well No. Federal 13-24A
Sec. 24, T. 9S,.R. 18E
Uintah County, Utah

9) Well No. Federal 15-24A
Sec. 24, T. 9S, R. 18E
Uintah County, Utah

10) Well No. River Bend .Unit 8-31C
Sec. 31, T. 9S, R. 20E,
Uintah County,



# MAPCO MOOUCEONCOMPW

June 1, 1981

NINW SVDState of Utah
Dept of Natural Resources
Division of Oil, Gas & Mining
1588 West North Temple
Salt Lake City, Utah 84116

Attn: Debbie

Dear Debbie;

Upon your request, I have listed the wells and status of each:

Well Name Location Status

Fed 12-30B Sec 30, 79S, R19E- Will Not DriT1
RBU 7-36B Sec 36, T9S, R19E " " "
RBU 11X-36B Sec 36, T9$, R19E " " "
RBU11-24B Sec 24, T9S, R19E " " "
RBU5-12D Sec 12, T10S, R18E Plan to Drill
RBUli-19C Sec 19, T9S, R20E " " "
RBU 11-30C Sec 30, T9S, R20E Will Not Drill
RBU 11-150 Sec 15, T10S, R18E " " "

RBU 11-15E Sec 15, T10S, R19E " " "
RBU 1-1ôE Sec 16, T10S, R19E " " "
RBU9-1ôE Sec 16, T105, R19E " " "
RBU2-110 Sec 11, T10S, R18E Plan to Drill
RBU 11X-2F Sec 2, T10S, R20E Will Not Drill
RBU8-310 Sec 31, T9S, R20E " " "
Fed 1-26A Sec 25, T95, 118E " " "
Fed 3-25A Sec 25, T9S, R18E " " "
Fed 9-25A Sec 25, T9S, R18E " " "
Fed 11-25A Sec 25, T9S, R18E " " "

Fed 13-25A Sec 25, T9S, R18E " " "

Fed 15-25A Sec 25, T95, R18E " " "

Fed 11-24A Sec 24, T9S, R18E " " "
Fed 13-24A Sec 24, T9S, R18E " " "

Fed 15-24A Sec 24, T9S, R18E " " "

ALPINE EXECUTIVE CENTER SUITE 202 - 1643 LEWISAVENUE BILLINGS, MONTANA 59102 (406)



ne 1, 1981
Paae 2

If there is any more information I can give you please let me know.

Very truly yours,

MAPCOProduction Company

Dick Baumann
Enaineering Technician

REB/jlu

JUN2

L, GAS&
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